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ABSTRACT 
An overview of quantum cascade detector technology for the near- and mid-infrared wavelength range will be given. 
Thanks to photovoltaic instead of photoconductive operation, quantum cascade detectors offer great opportunities in 
terms of detection speed, room temperature operation, and detectivity. Besides some crucial issues dealing with 
fabrication and general characteristics, some possibilities for performance improvement will also be briefly presented. In 
a theory section, some basic considerations adopted from photoconductive detectors confirm the necessity of various 
trade-offs for the optimization of such devices. Nevertheless, we will show several possible measures to push the key 
performance figures of these detectors closer to their physical and technological limits. 
Keywords: Intersubband photodetectors, quantum cascade detector, high-speed semiconductor photodetectors. 
1. INTRODUCTION 
 Intersubband (ISB) photodetectors have become key components for many applications in the mid-infrared 
wavelength range. Although their first demonstration lies already more than twenty years back, they remain a topic of 
high scientific interest. Early demonstrators were based on photoconductive effects; and due to the importance of the 
quantum well (QW)-based active region, Levine et al. called these devices quantum well infrared photodetectors 
(QWIPs) (1). It was soon discovered that such QWIPs have many unique properties, especially regarding high frequency 
operation. In an interband device, the parasitic capacitance of the p-n-junction will always be the limiting factor. 
However, since ISB detectors are unipolar, their fundamental speed limit is the ISB scattering time which is determined 
by a highly efficient electron-phonon scattering process with typical lifetimes of τscatter ≈ 1 ps. For QWIPs, this results 
typically in cutoff frequencies on the order of 100 GHz (2). As a further advantage, ISB detectors can be designed for a 
wide range of wavelengths using a single material system. This is achieved by choosing adequate semiconductor layer 
thicknesses. This is in sharp contrast to interband devices, where the bandgap determines to a large extent the detectable 
photon energy. 
 A very complete introduction on the working principles of ISB infrared photodetectors is presented in a book by 
H.C. Liu and H. Schneider (3). Starting with a simple classification, one can distinguish between photoconductive and 
photovoltaic detectors. In the class of photoconductive devices, the most common detector is the QWIP, where the 
change of device resistance under illumination is measured. There are various types of QWIPs; they differ mainly by the 
kind of ISB transition exploited. According to the position of the upper quantized detector level, the optical transition can 
be either bound-to-quasi-bound (4) or bound-to-miniband (5). In the widely used bound-to-quasi-bound QWIP, which 
was also the first ISB detector to be demonstrated in 1987, the detection energy depends on the conduction band 
discontinuity between the quantum well (QW) and the barrier material. The QW thickness and conduction band 
discontinuity (through the material composition) are chosen such that the second quantized electronic level is almost in 
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resonance with the barrier's conduction band edge; this measure ensures a good carrier extraction efficiency under 
application of an appropriate bias voltage. By using the bound-to-miniband design, the QWIP detection wavelength will 
be decoupled from the conduction band discontinuity. Nevertheless, a quite precise resonance condition between the 
upper detector state and the miniband states must be fulfilled in order to obtain a good responsivity. Nowadays, state-of-
the-art QWIP-based focal plane arrays sensitive at wavelengths between 8 µm and 10 µm have reached commercial 
maturity. As a particularly advanced example of such an infrared camera, Gunapala et al. presented a high performance 
1024 x 1024 pixel dual band focal plane array based on GaAs / AlGaAs with cutoff wavelengths of 5.1 µm and 8.4 µm 
(6). Major advantages of such photoconductive ISB detectors are a competitive responsivity and a good detectivity, 
especially at low operating temperatures. However, the quite considerable dark current of QWIPs leads to a non-
negligible noise which dominates the detectivity at higher temperatures. Unfortunately, this drawback is not entirely 
compensated by the high responsivity. In contrast, a photovoltaic ISB detector profits from the fact that there is no dark 
current and thus no dark current noise. But since such a device has no photoconductive gain and therefore a lower 
responsivity, the better noise behavior can at least partly make up for these shortcomings. 
 Considering all these facts, it is astonishing that over the years, the development of photovoltaic ISB 
photodetectors has attracted less interest. Already back in 1991, Schneider et al. (7), (8) observed pronounced 
photovoltaic effects in an asymmetric multi QW structure. The potential asymmetry was obtained via a sheet of delta-
doping close to the active QW. As shown by Schneider as well, optimized photovoltaic QWIPs have superior noise 
properties, the capability to operate at higher photon fluxes, and an improved dynamical range in comparison to a 
photoconductive QWIP (9). Especially with respect to the improved noise behavior, it is thus no surprise that the first 
QW-based infrared detector for THz radiation was a photovoltaic device rather than a photoconductive QWIP (10), (11). 
A similar ISB detector for mid-infrared wavelengths was later presented by Gendron et al. (12); in analogy to the 
functioning of a quantum cascade laser (QCL), this device was named quantum cascade detector (QCD). In such a QCD, 
the asymmetric potential used for unilateral carrier transport is formed by a series of QWs with increasing thicknesses. 
Interesting enough, a QCD-like semiconductor structure was invented already in 1987 under the name ‘optical charge 
pump’ (13). Like the bound-to-miniband QWIP, this device offers more design freedom for a given material 
composition. A very schematic comparison between the band structures of a photoconductive QWIP and a photovoltaic 
QCD is shown in figure 1. 
 
Fig. 1 - Schematic conduction band diagram of a QWIP and a QCD. In the QWIP, electron transport is accomplished by an 
external voltage bias whereas in a QCD, an internal potential ramp ensures the carrier transport. 
Compared to a QWIP, the absence of dark current noise is not the only advantage of a QCD. The missing dark current 
also prevents capacitance saturation in the read-out circuit and thus allows longer integration times. Finally, the thermal 
load of the detector is strongly reduced, which is of interest if the available cooling is limited, for example in space-born 
or hand-held terrestrial staring systems. As a final point, the somewhat narrower linewidth of QCDs compared to QWIPs 
results in a reduced background photon noise. Although QCDs have already progressed a lot (14), they do not yet take 
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full advantage of their potentially low Johnson noise; mainly because of an insufficiently high room temperature device 
resistance. Our most recent results, which will be presented in this paper, show nevertheless that QCDs with competitive 
performance can be achieved using improved designs.  
 We will discuss the design principles of QCDs as well as the choice of material system for the different 
detection wavelengths. Experimental results of QCDs at various wavelengths are reviewed. First, QCDs based on 
InGaAs / InAlAs lattice matched to InP detecting between 4.7 µm and 10 µm are presented. As lattice matched InGaAs 
QCDs can only detect wavelengths above ~ 4 µm due to the conduction band discontinuity of 520 meV, an alternative 
approach is presented for shorter wavelengths: lattice-matched InGaAs / AlAsSb. Finally, a broadband QCD covering 
the wavelength region from 4.7 to 7.4 μm is shown. We will also discuss some of the trade-offs to be made when 
designing improved QCDs; they will lead to certain guidelines for detectors with particular applications. 
2. BASIC QCD THEORY 
 Following the terminology of M.A. Reed et al. in 1987, one can understand the QCD as an optical charge pump. 
The ‘engine’ driving this pump is the incoming flux of photons, the pumped charges are the electrons, and the entire 
device is unidirectional because of its saw-tooth shaped potential. Each electron has first to be lifted on the steep side and 
then slides down the sloped side of a tooth. The electro-optical behavior of QCDs can be described using exactly the 
same theory as in QWIPs. The basic optical process for mid-infrared detectors such as QWIPs or QCDs is the ISB 
transition (15). In contrast to interband transitions, ISB transitions result in relatively narrow and peaked absorption 
features, whereas interband transitions are characterized by spectrally large absorption features with a cut-off 
wavelength. The main reason for this striking difference is the opposite curvature of the electron and hole dispersion 
curves in the interband case and the parallel curvature of the electronic subbands in the ISB case. The current 
responsivity of a QCD, Rp, is defined as detector output current IS per unit of input signal power PS  and is given by 
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where ν = c/λ is the signal frequency, λ the signal wavelength, c the vacuum speed of light, q the elementary charge, h 
Planck’s constant, η the absorption efficiency, and gp the photodetector (photoconductive) gain. Furthermore, pe is the 
escape probability of an excited electron in the active QW, pc its capture probability into the active QW ground state, and 
NQW the number of active QWs. Optimization of R is thus accomplished through improvement of both absorption 
efficiency and photodetector gain. For sufficiently low absorptions, the total absorption efficiency is proportional to the 
absorption efficiency of a single QW. However, since the detector gain is inversely proportional to the number of QWs, 
the current responsivity is in first approximation independent from the number of periods. 
 An important figure of merit for photodetectors is their detectivity fAiRD np Δ= /* , which is the ratio between 
peak responsivity Rp and mean noise current in (or the inverse noise equivalent power) properly normalized by the 
detector area A and the measurement bandwidth Δf. Its units are cm Hz0.5/W, also known as Jones. For any given 
infrared detector, the detectivity D* reveals two distinct temperature regimes. At low temperatures, D* is dominated by 
photon noise due to the 300 K blackbody radiation seen by the device. This is the background limited operating (BLIP) 
regime. Above a certain temperature, TBLIP, other noise mechanisms become dominant. As we have stated above, a 
QWIP’s detectivity, D*, at T > TBLIP is determined by dark current noise, whereas the one of a QCD is dominated by 
Johnson noise. Taking into account these different facts, we get for the detectivity of a QCD 
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where R0 is the differential device resistance around 0 V, T the device temperature, and '/)'( νν dd BGΦ  the spectral 
background photon flux density. For a QCD, *D  is maximized by ensuring a high device resistance (thus a low Johnson 
noise) without lowering the escape probability and thus the detector gain. At the same time, one should try to optimize 
the absorption efficiency without decreasing the device resistance. This can be done via doping optimization or external 
measures such as surface grating couplers, waveguides, or lenses. The most important ‘internal’ design parameters are 
the layer thicknesses (determining the band profile as discussed below), the doping density ns of the active QW, and the 
number of periods NQW. 
3. EXPERIMENTAL QCD DESIGN 
 The quantum-mechanical polarization selection rule (16) dictates that only the electric field component 
perpendicular to the QW layers interacts with ISB transitions. Therefore, vertical incidence of the incoming radiation has 
to be avoided. Possible device geometries taking into account the polarization selection rule include a 45° wedge multi-
pass geometry, the Brewster geometry, or a surface grating. The particular choice of sample preparation is determined by 
factors such as the absorption strength of the sample or the specific application case of the detector. 
 
Fig. 2 - Calculated conduction band profile of a QCD for 3.9 µm. QW A is the active QW, QWs B to H form the extractor 
cascade. 
 The most crucial design aspect of ISB devices is the quantum mechanical bandstructure. It can be calculated 
using numerical Schrödinger equation solvers. A typical band structure of a QCD is shown in figure 2. QW A is the 
active doped QW, while QWs B-H form the nominally undoped electron extraction cascade. The asymmetry of the 
bandstructure, as we have seen it already in figure 1, is clearly visible. The transport from the active QW into the 
extraction region is guaranteed via a resonant tunneling process between A2 and the ground state of the much narrower 
QW B; this allows for a thick barrier between the active QW and the extractor. To achieve an efficient electron 
extraction through phonon assisted scattering, the energy difference between the individual extractor states should be 
close to the longitudinal optical phonon energy ELO  (GaAs:  ELO = 36 meV, In0.53Ga0.47As: ELO = 32 meV). More 
recently, we have made successful tests using smaller energy separations between extractor states. By doing so, one can 
increase the total barrier thickness and thus the room temperature device resistance. The resulting influence on the 
detection speed has yet to be determined. In such a modified extraction cascade, transport is accomplished mainly via 
interface roughness scattering.  
4. EXAMPLES OF QCD DEVICES 
 There are various photodetector applications in the mid-infrared spectral range. They include pyrometry, 
spectroscopy, night vision, and sensing of hot spots. In the first part of this section, experimental results obtained from 
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QCDs sensitive at wavelengths between 4.7 μm and 10 μm (136 meV – 268 meV) are presented. The investigated 
samples consist of In0.52Ga0.48As QWs and In0.53Al0.47As barriers lattice matched to InP substrates. All layer structures 
were grown by molecular beam epitaxy (MBE) in order to achieve a high interface quality between QWs and barriers. 
During MBE growth, a valved cracker cell for the As and effusion cells for In, Al, Ga and Si were used. Reflection high 
energy electron diffraction (RHEED) allowed a continuous monitoring of the layer morphology. Growth started with a 
6000 Å thick In0.53Ga0.52As lower contact layer followed by 30 repetitions of the active region and a 2000 Å thick 
In0.53Ga0.47As upper contact layer. Details on the layer thicknesses can be found in reference (17). X-ray diffraction 
measurements and visual inspection using an optical microscope allowed us to assess the crystal quality after growth. 
From a design point of view, the samples shown here are based on the QCDs presented in reference (18). As 
mentionmed above, they have already somewhat thicker barriers to increase device resistance. After growth, the samples 
were polished into 45º multi-pass waveguides for absorption tests. For photocurrent measurements, mesas were 
processed using standard photolithography and wet etching. Contacting was obtained through evaporated metal contacts. 
Device testing was done in a liquid-He flow cryostat under temperatures ranging from 10 K up to room temperature, 
while illumination was accomplished via the internal globar light source of the spectrometer. The detector signals were 
amplified using a Stanford research SR570 current amplifier whose output signal was fed back into the Fourier 
spectrometer. 
4.1 Mid-infrared QCDs 
 In the following paragraph, we present three examples of mid-IR QCDs. All of them are designed for specific 
laser wavelengths, namely 4.7 µm, 7.5 µm, and 10.0 µm. Although they span a considerable wavelength range, their 
performances turned out quite comparable. The same number of active region periods (30) was used for the three 
samples. The doping levels of the main QW were adapted to result in responsivities of roughly 10 mA/W. 
 
Fig. 3 - Responsivity of the ISB A1 → A2  transition of a 10 µm device (left), a 7.5 µm device (center), and a 4.7 µm QCD 
(right) at diﬀerent temperatures. 
Fig. 3 shows the measured responsivity spectra of the samples for temperatures between 5 K and 300 K. For the two 
shorter wavelength samples, the peak detection energies of 268 meV and 168 meV correspond well to the simulated ones 
of 266 meV and 165 meV, respectively. For the longer wavelength sample, the observed value of 127 meV is slightly too 
large with respect to the designed 118 meV. In the latter case, the somewhat larger difference between designed and 
experimental transition energy can be explained by a slightly too small superlattice period. The observed redshift of 
detection energy with increasing temperature (127 meV at 5 K, 123 meV at 300 K) is typical for QCDs and caused by 
band filling and non-parabolicity of the electron states (19).  
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Fig. 4 - Detectivities D* of the three QCDs (4.7 µm: downward triangles, 7.5 µm: upward triangles, 10 µm: squares) shown 
in the previous figure as a function of temperature. D* is Johnson noise limited except for the 4.7 µm QCD below TBLIP 
= 45 K. The dashed lines on top represent the background limited detectivity D*BLIP for a hemispherical field of view 
and a background temperature of 300 K. 
Fig. 4 shows the Johnson noise limited detectivity for all three samples as a function of temperature obtained with 
equation (2) and using measured values for both the responsivity and the resistance-area product R0A; the constant 
background limited detectivities are also shown as dashed horizontal lines. The detectivity of the 4.7 µm QCD 
(downward triangles) becomes background limited at TBLIP = 45 K and is on the order of 2 x 1011 Jones. Because of a too 
low device resistance, the two other QCDs (7.5 µm: upward triangles, 10 µm: squares) show detectivities remaining 
below D*BLIP for all investigated temperatures. Besides too thin barriers, an intrinsic effect is responsible for the lower 
detectivities. Due to the small transition energy of these long wavelength devices, electron can couple to the ground 
states of adjacent QWs. We were able to verify this hypothesis by Arrhenius plots of the differential resistance around 
0 V. They reveal an activation energy which is roughly 70 % of the optical transition energy. This undesired effect can 
be reduced by pushing the extractor states to a higher energetic level, and has been experimentally verified in the 
broadband QCD described below.  
4.2 Antimony-based near-IR QCD 
 To obtain ISB detectors working at wavelengths below 3 μm, the QCD design was also successfully applied to 
the In0.53Ga0.44As / AlAs0.56Sb0.44 material system lattice matched to InP substrates. This material system offers a 
conduction band discontinuity of 1.6 eV. Other advantages are that the mature processing technology of the InGaAs / 
InAlAs system can be used, that growth of the InGaAs QWs is well established, and that high quality InP substrates are 
available at reasonable cost. The difficulties lie in the growth of the AlAs0.56Sb0.44 barrier material and the barrier / QW 
interface quality. In real devices, the resulting interface fluctuation between QWs and barriers is a limiting factor towards 
high ISBT energies [20].  
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Fig. 5 - Responsivity spectra of AlAsSb QCDs for diﬀerent temperatures. Left panel: 3392 detecting around 4065 cm−1 
(2.45 µm).   The shoulder at 1.82 µm is due to the diagonal transition from the active QW’s ground state into the last 
extractor QW’s excited state. Right panel: responsivity of 3394 detecting around 2.05 µm scaled by a factor of 6.    
In Fig. 5, the responsivity spectra of samples 3392 and 3394 are depicted [21]. The responsivity peaks at 605 meV 
(2.05 µm) for 3394 and at 528 meV (2.35 µm) for 3392. Interface roughness is responsible for both large relative 
linewidths on the order of 10 % for 3392 and even 20 % for 3394; and for a roughly 15 % longer detection wavelength as 
compared to the simulations. Especially problematic in this context is the small QW thickness along with a considerable 
interface roughness. Together, this results in a kind of intermixed QW with a ‘round’ instead of a square-shaped bottom. 
The ground state of such a QW is then pushed up and leads to smaller transition energies than expected. The Johnson 
noise limited detectivities D* of 3392 and 3394 were calculated using measured values for the peak responsivity Rp and 
the resistance-area product R0A. At 300 K, 3392 has a detectivity of D* of 8.2 x 107 Jones; the corresponding value for 
3394 is D* = 1.2 x 107 Jones. D*BLIP amounts to 1.15 x 1012 Jones and 1.47 x 1011 Jones for 3392 and 3394, respectively. 
In a later attempt (EP745), a better performance of the 2.45 µm QCD could be achieved by the use of AlAs interdiffusion 
layers and thicker barriers. Its responsivity is shown in figure 6. Compared to 3392, two main differences are observed: 
the linewidth of EP745 is 35 % smaller and the high energy shoulder at 5400 cm-1 is no longer present. The thicker 
barrier layers resulted also in a much higher device resistance. As a consequence of the elevated resistance-area product, 
EP745’s Johnson noise was low and the Johnson noise limited detectivity D* was high, namely 2.9 x 1010 Jones at 200 
K. If the calculated D* are extrapolated towards lower temperatures, D* equals the 300 K background limited 
hemispherical D*BLIP = 1.15 x 1012 Jones at TBLIP = 100 K. 
 
Fig. 6 - Responsivity of AlAsSb QCD EP745 at diﬀerent temperatures (solid lines). The dashed line is the responsivity of 
III-3392 at 10 K scaled by a factor 0.64. The shaded area is the room temperature absorption per double pass of EP745 
with a peak value of 3.4%. The inset compares the FWHM of EP745 to an earlier sample 3392.   
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Another benefit of the thicker extractor barriers is the higher oscillator strength and thus absorption efficiency of the 
main optical transitions. The overall extraction efficiency did not suffer from a thicker barrier at the low-energy end of 
the extractor: once an extracted electron reaches the thicker barrier, its recapture probability into the active QW from 
where it originated is negligible. The fabrication of these short-wavelength QCDs has shown that 2.0 µm can be regarded 
as the lower wavelength limit of antimony-based devices. Although a good detectivity could be reached, such detectors 
are unfortunately not yet really competitive on the market. 
4.3 Spectrally broad QCD  
 Up to late 2008, it was not clear whether a QCD with a spectrally broad response on the order of roughly Δν/ν = 
25 % would have comparable noise properties as a standard narrow response (Δν/ν = 5 %) QCD. Recently, a mid-
infrared QCD based on lattice matched InGaAs / InAlAs with a relative linewidth of 27 % was designed and fabricated 
by Hofstetter et al. (22). It makes use of 26 carefully designed active region stages – the term ‘period’ is no longer 
appropriate in this device - spanning a wavelength range between 4.6 and 7.4 µm (10 % values of the responsivity).  
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Fig. 7 - Responsivity (a) and absorption (b) spectra of the broadband QCD at 10 K, 100 K, 200 K, and 300 K. 
As shown in figure 7(a), the 10 K responsivity peaks at 1950 cm-1 (E = 242 meV) with 13 mA/W. The FWHM at this 
low temperature is 420 cm-1 (ΔE = 52 meV, ΔE/E = 21.5 %). When going to room temperature, a responsivity of 
1.25 mA/W peaking at 1920 cm-1 (E = 238 meV) was observed, with a FWHM of 525 cm-1 (ΔE = 65 meV, ΔE/E = 
27.3 %). Absorption spectra measured using a multi-pass zigzag waveguide configuration are shown in figure 7(b) for 
selected temperatures of 10, 100, 200, and 300 K. They show the usual slight broadening and low energy shift with 
temperature; and they agree quite well with the responsivity curves at the corresponding temperatures. 
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Fig. 8 - Detectivity of the broadband QCD as a function of temperature along with a calculated value of the background 
limited detectivity.  
Despite of the large detection spectrum, the noise properties of this device were not too adversely affected: as presented 
in figure 8, the background limited detectivity amounts to 1.55 × 1010 Jones up to a temperature TBLIP of 110 K. Although 
performance-wise not yet being fully optimized, this device is a first step towards semiconductor based ISB detectors for 
spectrally broad applications such as spectroscopy. 
5. OUTLOOK 
 As figure 9 shows, it is quite obvious that the detectivities of the shorter mid-infrared devices are closest to the 
theoretical maximum. Therefore, any future effort will concentrate on an improvement of the detectivity of QCDs in the 
technologically most important 5 – 10 µm or mid-infrared wavelength range. We further notice that for each specific 
application of a QCD, a different set of parameters needs to be optimized. For a detector in pyrometry, the reponsivity 
close to room temperature should be as large as possible, while spectrally narrow detection is not necessarily an 
advantage. In highly sensitive spectroscopy applications, a narrow detection window together with a good detectivity 
would be highly desirable. For applications such as heterodyne spectroscopy, high frequency operation would be 
required. In a night vision system, finally, one would like to profit from a good detectivity, but not necessarily at room 
temperature. Such a system could very well function at cryogenic temperatures and at low frequencies. Several of the 
requirements of such a hypothetical wish list are contradictory; therefore, one has to make trade-offs. For instance, 
someone could be tempted to increase the room temperature resistance by making very thick barrier layers. This would 
result in a better Johnson noise behavior, but since thick barriers will decrease the tunneling probabilities, the detector 
would certainly end up slower than before. Additional measures to improve the responsivity include the use of 
immersion lenses and more sophisticated surface structures to efficiently capture the incoming radiation. 
9
  
 
Fig. 9 - Detectivity as a function of detection wavelength for all near- and mid-infrared QCDs presented in this article. It is 
obvious that the devices between 7 and 10 µm offer a considerable potential for improvement. 
  For highest speed operation, it is clear that phonon resonance and efficient scattering processes in the extraction 
region are an absolute necessity. For this reason, barrier layer thicknesses should not be too large. As the recently 
demonstrated 23 GHz cutoff frequency of a QCD has shown, a more sophisticated sample mounting adapted to high 
frequency operation will have a positive effect on the detector speed. Together, these measures should enable detector 
operating frequencies closer to the theoretical maximum. 
6.  CONCLUSIONS 
 QCDs are a promising technology which works well at wavelengths between near infrared and far-infrared 
wavelengths. Similar as in QC lasers, the theoretical prediction of QCD wavelengths is very reliable. Especially in the 
mid infrared range around 4 to 17 µm, well-known semiconductor material systems and processing methods are 
available. In this article, QCDs in the near-IR fabricated from InGaAs/AlAsSb and in the mid-IR using InGaAs/InAlAs 
materials were presented. THz QCDs have already been published elsewhere. For spectrally broad applications, a 
chirped QCD design was shown; it constitutes a first step towards semiconductor based ISB detectors. Together with an 
already demonstrated high speed capability and design flexibility, these features make QCDs to very interesting 
candidates for applications in various infrared wavelength ranges.  
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